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(54) An agricultural machine 

(57) The invention relates to an agricultural machine 
having an elongated frame (1). including at least a first 
a second and a third frame part (3, 5. 7), which first (3) 
and second (5) frame parts and which second (5) and 
third (7) frame parts are pivotably interconnected via 
pivot shafts (4, 6) arranged in the direction of travel, the 
third frame part (7) being pivotable relative to at least 
the first frame part (3) by means of an operating mem- 
ber (14. 15. 16. 17) included in the machine substan- 
tially in the longitudinal direction of the frame (1). which 


operating member (14. 15. 16, 17) comprises an oper- 
ating element (14) which, via a connection (19. 20) con- 
sisting of a slotted hole (19) and a connecting element 
(20) passed therethrough, pivotably engages the sec- 
ond frame portion (5) or the frame portion (7) situated in 
a more remote position, the machine comprising an 
elastic element (21) which is active between the frame 
(1 ) and the operating member in the direction of the first 
frame part (3). 
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-Description— 

The present invention relates to an agricultural 
machine, in particular a hay tedder, including an elon- 
gated frame, as described in the preamble of the follow- 
ing main claim. 

Such a machine is known e.g. from the German 
Offenlegungsschrift DE 38 31 186. With the machine 
known there is a risk of the machine, upon moving from 
the transport position to an operative position, that a 
frame part to be pivoted, when passing a determined 
angle of rotation, will tip downwards. Tipping occurs 
either from a topmost stop position to an undermost 
stop position of the relevant frame part, or from a top- 
most stop position to a position in which said frame part 
is stopped by the bottom. Tipping is an uncontrolled 
movement causing internal intermittent loads in the 
machine, which is harmful for the machine in the long 
run. 

Tipping of a frame part can theoretically be avoided 
by choosing the dimensions of the related parts of the 
machine such that at a given weight and a given trans* 
port position of the respective frame parts, the second 
frame part, at activating the operating element, is piv- 
oted downwards without the position of the connecting 
element being changed within the connection, or such 
that the connecting element remains abutted at the end 
of the free stroke, e.g. allowed by a slotted hole, that is 
situated closest to the centre of the machine. However, 
this entails constructive restrictions and requires inter 
alia that the weight of the frame parts does not change 
under the influence of parts coupled thereto by the 
farmer or due to the fact that a frame part is heavily con- 
taminated by crop. An important drawback of the afore- 
mentioned dimensioning method is that with machines 
of different sizes the specific dimensioning is always dif- 
ferent, so that during production of similar machines of 
different dimensions the use of standard components is 
hampered. 

The present invention aims at improving the 
machine known, in particular at achieving a construction 
ensuring that upon pivoting downwards of frame parts 
from a transport position, the connecting element will at 
least almost maintain its position. In accordance with 
the invention this is achieved by applying the construc- 
tion as described in the characteristic of the following 
main claim. 

Such a construction enables to avoid intermittent 
loads under the aforementioned circumstances and, 
during production of the known type of machine, to have 
the constructive freedom to apply in the machine, at 
least in the operating member thereof, standard compo- 
nents, the proper function of the machine being pre- 
served. 

In accordance with a preferred embodiment, the 
elastic element is constituted by a spring element, more 
in particular by a tension spring and is disposed so as to 
be active between the second frame part and the oper- 
ating member. Such an embodiment has the advantage 


_ thaUbe_force_generated_by the elastic element acts on 
the machine only via one pivot connection and results in 
the described construction in that, at activating the oper- 
ating member, the third frame part is pivoted upwards in 

5 sequence before the second frame part This effect is in 
particular important during the lifted operative position 
of the machine on the headland. In the shown construc- 
tion, a short activation of the operating element results 
in that the third frame part is pivoted upwardly. This pre- 

io vents the third frame part and further frame parts that 
might be coupled thereto from bending downwardly to a 
considerable extent relative to the first frame part lifted 
by the lifting hitch of a tractor, before a downward move- 
ment of a frame part is limited by a stop. Such a srtua- 

15 tion results in that the machine, in this place, already 
when meeting a small unevenness in the field, may 
come into contact with the ground and may be dislo- 
cated or otherwise be damaged. During driving on the 
headland, contact with the ground of a most outwardly 

20 situated part of the machine may cause greater damage 
than contact with the ground of a centrally situated part 
of the machine. 

In a further preferred embodiment the operating 
member comprises a push and pull rod which is cou- 

25 pled with the operating element via a pivotable arm, 
connected with the second frame part, and, by means 
of a support fitted on the third frame part, the slotted 
hole, viewed in longitudinal direction from the frame and 
from the first frame part, is disposed at least substan- 

30 tially beyond the pivot shaft provided between the sec- 
ond and the third frame part and at some distance 
thereabove. In particular when on both sides of the first 
frame part there are disposed further frame parts, such 
a construction enables to operate the further frame 

35 parts by means of only one adjusting element. Further- 
more, the entire length of the allowed free strokes, e.g. 
of the slotted holes, applied in the machine can be 
reduced, because upon pivoting one frame part for fol- 
lowing an unevenness in the ground all the slotted holes 

40 present in the machine can be utilized. It is noticed 
hereby that the risk that two outer frame parts, when fol- 
lowing unevennesses in the ground, wilt pivot simultane- 
ously in opposite direction is small in practice. A 
suchlike construction also allows the machine to be 

45 used by means of less advanced or less expensive trac- 
tors which lack the possibility of bringing the hydraulics 
in such an idle mode that the adjusting element, when 
constituted by a hydraulic cylinder, is freely variable in 
length under the influence of forces originating from the 

so frame during operation. 

Furthermore, in accordance with the invention, in 
the operative position of the machine, the elastic ele- 
ment is substantially active in the longitudinal direction 
of the frame. Such an arrangement avoids that there is 

55 transferred weight from one frame part to the other. 

For a better understanding of the present invention 
and to show how the same may be carried into effect, 
reference will now be made, by way of example, to the 
accompanying drawings, in which: 
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Figure 1 is a rear view of a haymaking machine 
— according to the invention, shown in the transport 
position; 

Figure 2 is a rear view of part of the machine, 
shown in an operative position, the dash fines rep- s 
resenting the transport position, and 
Figure 3 is a plan view according to the arrow III in 
Figure 2; 

In the drawings, corresponding parts have been w 
indicated by the same reference numerals. Further- 
more, the invention is by no means restricted to the 
embodiments shown and descrtoed here; they only 
serve to illustrate the inventive idea. 

Figure 1 is a rear view of a haymaking machine, is 
more in particular a hay tedder. The machine includes 
an elongated frame 1 . in which working members 2, in 
this case tedding members, are bearing-supported piv- 
otably about upwardly oriented rotary shafts. The frame 
1 comprises a central frame part 3 including two work- 20 
ing members 2 and. near the ends thereof, lateral frame 
parts, each of which is connected with the central frame 
part 3 via a pivot shaft 4 mounted transversely to the 
frame 1 and substantially in the direction of travel A. 
Each of the lateral frame parts, also called wings, con- 25 
sists of at least one intermediate frame part 5 and a 
frame part 7 which, relative to an imaginary centre 
plane M extending vertically and in the direction of 
travel, is an outer frame part. An outer frame part 7 is 
connected with a central frame part 5 via a pivot shaft 6 30 
disposed parallel to the pivot shaft 4. In accordance with 
the invention, in an analogous manner a plurality of 
intermediate frame parts 5 may be arranged between 
an outer frame part 7 and the central frame part 3. 
Therefore the central frame part may also be denoted 35 
as a first frame part whereby the intermediate frame 
part constitutes a second frame part, and the frame part 
being the outer frame part in the present embodiment, 
constitutes a third frame part. Each of the frame parts 3, 
5, 7, is freely movable upwards and downwards to a Mm- 40 
ited extent relative to a nearby frame part for the pur- 
pose of following un evennesses in the ground during 
operation. To that end, for restricting the freedom of • 
movement in downward direction, there are provided 
stops 8. Near the outer end of a frame part 3, 5. 7, in a 45 
manner known per se, a working member 2 is bearing- 
supported in a housing 9 or a housing 10 constituting 
part of the relevant frame part In a housing 9 or 10 
there is a transmission at right angles of a driving shaft 
extending through the frame 1, which driving shaft is so 
also locally pivotable and can be driven from the tractor 
via a centrally arranged gearbox 11. Each of the work- 
ing members 2 comprises a supporting wheel 12 by 
means of which the working member 2 and the relevant 
frame part bear on the ground during operation. ss 

The machine is provided with an operating element 
14, here constituted by a hydraulic cylinder, extending at 
some distance above the frame part 3 and substantially 
parallel thereto. One end of said operating element 14 is 


pivotably connected with an arm 15. which is also pivot- 
ably connected with.an .intermediate Jrame part 5. and 
the other end is also pivotably connected with an arm 
16. which is pivotably connected in an analogous man- 
ner with the opposite intermediate part 5. All the pivot- 
ing movements in this connection take place about pivot 
shafts disposed parallel to the pivot shafts 4 and 6. A 
push and pull rod 17, one end of which is pivotably con- 
nected with an arm 15. 16. respectively and the other 
end of which is connected with a platelike support 18, 
deposed on an outer frame part 7. extends substantially 
parallel to an intermediate frame part 5. The operating 
element 14. the pivot arms 15 and 16 and the push and 
pull rod 1 7 form together an operating member for pivot- 
ing the lateral frame parts relative to each other. A sup- 
port 18 extends over the pivot shaft 6 between an outer 
frame part 7 and the relevant inner frame part 5. In the 
support 18 there is provided a slotted hole 19 extending 
horizontally in the operative position, in which slotted 
hole 19 there is also movable a connecting element 20 
formed by an end part bent at right angles of the push 
and pull rod 1 7, which connecting element 20 also con- 
stitutes a pivot shaft. To the free end of the support 18 
there is fitted a stop 23, covered with rubber in this case, 
which stop 23 limits the upward freedom of movement 
of a frame part 7 relative to the nearby intermediate 
frame part 5. 

Between the connecting element 20 and the inter- 
mediate frame part 5 connected with the relevant outer 
frame part 7, there is disposed an elastic element 21 
constituted by a tension spring. In the present embodi- 
ment, to that end a lug 22 is provided on the intermedi- 
ate frame part 5 and the spring 21 is adjustably 
mounted by means of a connecting element 34 adjusta- 
ble in length and relative to the lug 22. In the present 
embodiment the connecting element 34 comprises an 
eye, in which the spring 21 is caught, and a screwed 
part which is adjustable relative to the lug 22 by means 
of a nut 35 and a locknut 35. 

One of the two push and pull rods 17 is pivotably 
connected with the arm 16 in such a way that the dis- 
tance from the pivot shaft of this connection to the shaft 
of the pivot point between the arm 16 and the relevant 
intermediate frame part 5 is approximately twice the 
similar distance between the relevant push and pull rod 
1 7 and the operating element 14. Near its other end the 
operating element 14 is connected with the arm 15 at a 
point where the distance from the pivot shaft of the rele- 
vant push and pull rod 17 to the pivot shaft between the 
arm 15 and the relevant intermediate frame part 5 is 
approximately four times the distance between the local 
pivot shaft of the push and pull rod 17 and the pivot 
shaft between the operating element 1 4 and the arm 15. 

The central frame part 3 is additionally provided 
with a superstructure 24 consisting of an upper cross- 
beam 25 which is connected with the central frame part 
3 via two pairs of struts 26. Near both ends of the cross- 
beam 25 there is provided a fitting opening containing, 
in the transport position, a pin 27 fitted on a relevant 
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intermediate frame part 5. In this situation the pin 27 

abuts, at least with its sides which, relative to the direc- 
tion of travel A, are the front and rear side, against an 
edge portion of the opening in the end of the cross- 
beam. In the transport position the intermediate frame 6 
part 5 is supported against a stop 36 of the superstruc- 
ture 24. Furthermore, a locking element 28, capable of 
being operated via a cord 31 from the driver's seat and 
pivotable about a shaft 29, is fitted to an end of the 
crossbeam 25. For the purpose of locking the transport w 
position of the machine, said element 28 engages a pin 
30 of the relevant intermediate frame part 5. The central 
frame part, which is partially shown in Figure 3, can be 
coupled with the lifting hitch of a tractor via a trestle 32. 
As far as not otherwise indicated in the present descrip- 75 
tion, the machine comprises furthermore the construc- 
tion elements mentioned in Dutch patent application 
9401502 and functions as described therein. The 
machine shown in said patent application also consti- 
tutes a basis for the present construction. 20 

The function of the above-described construction 
will be explained in what follows. 

During operation the frame 1 of the machine is 
arranged in an elongated position, as shown in Figures 
2 and 3. The operating element 14 is preferably put into 25 
a free mode so that, although meeting with some resist- 
ance, inter alia internal resistance, in the present case 
the flow resistance of oil in a hydraulic circuit, said oper- 
ating element 14 is adjustable in length. Due to this, dur- 
ing pivoting the respective frame parts 5 and 7 about a 30 
relevant pivot shaft 4 and 6, the working members 2 of 
the two wings are capable of following the ground sur- 
face, i.e. the unevennesses or curves therein. By putting 
the lifting hitch of the tractor in a so-called floating posi- 
tion, analogous to the free adjustment of the operating 35 
element 14, during normal use it is possible for the 
working member 2 connected with the central frame 
portion 3 to follow the ground surface. When the 
machine is used by means of a tractor whose hydraulic 
system does not allow a free mode of the operating ele- 40 
ment 14, the arrangement of the latter between two piv- 
otable arms 15, 16 allows to use the freedom of 
movement of the two slotted holes 19. Due to this the 
machine still allows a considerable pivotal movement of 
the lateral frame parts. 45 

If desired, the machine can be lifted, e.g. on the 
headland of a field, by activating the lifting hitch of the 
tractor. In this situation, after the frame parts 5 and 7 
have come into contact with the relevant stop 8, the 
frame 1 takes the shape of an arch, whereby the outer so 
end of the machine is closer to the ground surface than 
one of the two supports 12 connected with the central 
frame portion 3. In the present machine bending of the 
frame 1 in this manner can be obviated to some extent 
by activating the operating element 14 during a short ss 
time. Due to the presence of the tension springs 21 the 
outer frame parts 7 are pivoted upwardly before one of 
the two intermediate frame parts 5 pivots in upward 
direction. This sequence is a result of the fact that the 


spring 21, durin g activating the^erating element 14, 


influences the outer frame part 7 such that the weight 
thereof is relieved. Because the tension spring 21 
engages the push and pull rod 17 and, in the operative 
position, is active for the greater part in the direction of 
the push and pull rod 17, the force to be generated by 
the operating element 14 for lifting the two outer frame 
parts 7, together or consecutively, is relatively small in 
relation to the force required for lifting one of the two 
wings. 

In the transport position the longitudinal axis of an 
intermediate frame part 5 forms a small angle of some 
degrees with a vertical, such that the frame part is 
directed to the imaginary vertical centre plane M of the 
machine. When the support 18 abuts against the inter- 
mediate frame part 5, the respective longitudinal axes of 
the frame parts 5 and 7 form together an angle of 
approximately 30°. 

The aforementioned effect that, upon activating the 
operating element 14, due to the function of the tension 
springs 21 , first of all the two outer frame parts 7 pivot 
upwardly until their boundaries, also occurs when the 
operating element 14 is fully activated, i.e. until the 
eventual transport position. After the two outer frame 
parts 7 have pivoted until their upper boundaries, as a 
result of seeking the line of least resistance, first the 
intermediate frame part 5 automatically pivots, whereby 
the operating element 14 located at the largest distance 
in vertical direction to the relevant pivot shaft 4, is con- 
nected with the relevant intermediate frame part 5. In 
the present embodiment this is the frame part 5 to which 
the arm 15, which has the most asymmetric aspect, is 
connected. By means of this sequence in pivoting to the 
transport position of the machine realized by the differ- 
ence between the arms 15 and 16, it is achieved that 
the operating cylinder 14 can be produced as a rela- 
tively light one, because always only the force for lifting 
only one lateral frame part instead of two lateral frame 
parts simultaneously has to be generated. It is also 
achieved that the first lifted wing, before the other one is 
lifted, is automatically entirely pivoted to its transport 
position automatically locked by the locking hooks 28. 
As a result thereof the possibility is excluded that when 
both wings have pivoted halfway, i.e. until approximately 
45°, the wings unexpectedly tip in such a way that one 
thereof further pivots to the eventual transport position 
under the influence of the pivoting movement back to 
the ground by gravity of the other wing. 

During normal use, from the transport position 
shown in Figure 1 , first only one of the two wings, pref- 
erably the wing including the arm 1 6, is unlocked and for 
achieving the operative position the operating element 
14 is activated such that it extends in length so that the 
unlocked wings are pushed into their operative position. 
Furthermore, the elastic element 21 ensures that least 
resistance is encountered in pivoting the frame part 5 
about its pivot shaft 4 and that the square part 20 of the 
push and pull rod 17 is kept against the end of the slot- 
ted hole 1 9 which is situated nearest to the frame part 5. 
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This has the effect that, after the supporting wheel 1 2 of 
the frame part 5 has reached the ground surface, the 
outer frame part 7 subsequently pivots further in a con- 
trolled manner. Hereafter the other lateral frame part 
can be put in its operative position in an analogous 5 
manner. 

The invention is not restricted to the aforemen- 
tioned description, but also relates to ail the details of 
the drawings. The invention furthermore relates to all 
sorts of alternatives in the construction, of course, fall- 10 
ing within the scope of the following claims. 

Claims 

1 . An agricultural machine, in particular a hay tedder, is 
having an elongated frame (1), including at least a 
first, a second and a third frame part (3, 5. 7), which 
are pivotably interconnected via pivot shafts (4, 6) 
arranged in the direction of travel, the third frame 
part (7) being pivotable relative to at least the first 20 
frame part (3) by means of an operating member 
(14, 15. 16, 17) included in the machine substan- 
tially in the longitucfinal direction of the frame (1), 
which operating member (14, 15, 16. 17) comprises 

an operating element (14) which, via a connection 25 
(19, 20), pivotably engages the second frame por- 
tion (5) or the frame portion (7) situated in a more 
remote position, characterized in that the machine 
comprises an elastic element (21) operating 
between the frame (1 ) and the operating member in 30 
the direction of the first frame part (3). 

2. An agricultural machine as claimed in claim 1 , char- 
acterized in that the elastic element (21) is consti- 
tuted by a tension spring. 35 

3. An agricultural machine as claimed in claim 1 or 2, 
characterized in that the elastic element (21) is dis- 
posed so as to be active between the second frame 
part (5) and the operating member (14, 15, 16, 1 7). 40 

4. An agricultural machine as claimed in claim 1 , 2 or 
3. characterized in that the connection (19, 20) is 
embodied by a slotted hole (19) and a connecting 
element (20) passed therethrough. *s 

5. An agricultural machine as claimed in claim 1 , 2 or 
3. characterized in that the operating member (14 
to 17) comprises a push and pull rod (17) which is 
coupled with the operating element (1 4) via an arm so 
(1 5, 1 6), which is pivotably connected to the second 
frame part (5). 


6. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the ss 
frame (1) is provided at both ends of the first frame 
part (3) with a second (5) and a third (7) frame part 
to which the operating member (14 to 17) engages 
in an analogous manner. 


7. An agricultural machine as claimed in claim 6, char- 
acterized in that each frame part (3. 5. 7) of the 
machine is provided with at least one tedding mem- 
ber (2) d livable about an upwardly oriented shaft 

8. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that by 
means of a support (18) fitted on the third frame 
part (1). the slotted hole (19), viewed in longitudinal 
direction from the frame (1) and from the first frame 
part (3). is disposed at least substantially beyond 
the pivot shaft (6) located between the second (5) 
and the third (7) frame part and at some distance 
thereabove. 

9. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that immedi- 
ately pivotably interconnected frame parts (3, 5; 5, 
7) are pivotable relative to each other by means of 
stops (8. 23. 36), at least such that, in the transport 
position of the machine, the frame parts (3 to 5) 
form at least half of a pentagram. 

10. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the push 
and pull rod (17) comprises an end part (20), con- 
stituting the connecting element which is bent at 
right angles to its longitudinal direction, which end 
part (20) is engaged by the elastic element (21). 

11. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the ten- 
sion spring (21), at least in the operative position of 
the machine, has a predominant directional compo- 
nent lying in the longitudinal direction of the push 
and pull rod (17). 

12. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the elas- 
tic element (21) is disposed by means of a connect- 
ing element (34) which is adjustable in length. 

13. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the elas- 
tic element (21) is included in the machine in such 
a manner that, in the transport position of the 
machine, said elastic element (21) has a preten- 
sion. 

14. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the ten- 
sion of the elastic element (21) in the operative 
position of the machine is greater than its tension in 
the transport position thereof. 

15. An agricultural machine as claimed in any one of 
the preceding claims, characterized in that the 
operating member (14 to 17) comprises an operat- 
ing element (14) the two ends of which are con- 
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nected with a push and pull rod (1 7). 
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